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No. of Units______________________
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Company:

Date:
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Features:
• Automatic alarm reset, horn silence
switch and alarm test switch

• Voltage: 120 VAC; 7W max
• Indicator: Flashing light meets type
3R standards; 3 watt max
• Audible alarm: 82 dB @ 10ft, meets
type 3R water tight standards
• Enclosure: Nema 4x indoor/outdoor;
uv stabilized, weatherproof, thermo-
plastic 6.25”h x 4.5”w x 3.0”d
• Test/silence switch. certified to IP66
and IP68 standards
• UL / CUL LISTED
• Float sensor: normally open; LFP-
VE-P2 solid polypropylene 0.71” diam-
eter exposed float, 194F operating
temperature, 0.5A
• 6Ft power cord

High Level
Alarm Sensor



SUBMITTAL DUAL STATION HIGH LEVEL ALARM &
P.O.No. _________________________
No. of Units______________________

Job Name:

Company:

Date:
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LEAK DETECTION

Features:
• Supply Voltage: 120 VAC +10%, -
15%, 6.6 VA max
• Indicators: 3 solid state LED’s
• Audible alarm: Field adjustable from
77 to 97 dB @ 2ft by rotating shutter
• Enclosue: Nema 3R polycarbonate;
6.25”H x 3.25”W x 3.5”D.
• Sensor voltage / current: 12VDC,
.248 mA current.
• Terminals: size 6 panhead screws
with captivated wire clamping plate
• Operating Temperature: -22F to
150F ambient
• Sensitivity: 0-26K ohm max specific
resistance
• UL LISTED
• Conduit connection: Sensor - 3/4”
NPT, PVC; Power - 1/2” NPT metal.
• Float sensor: normally open; LS3
solid polypropylene 1” diameter ex-
posed float with 1/8” NPT connection
• Flat leak detection sensor, LS10;
HDPE

Leak Detection
Sensor

High Level
Alarm Sensor



Sheet TNK21SUBMITTAL NEUTRAGUARD MONITOR
P.O.No. _________________________
No. of Unit_______________________
Sample Tank Size________ 5 - Gallons

Job Name:

Company:

Date:

Standard Connections
I / O
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Plain End

Female

Male

Flanged

Connection Size

Inlet ________________

Outlet_______________
Tank Data Sheet — Must
accompany all tank orders

Tanks are of seamless construction
manufactured from rotationally molded
virgin polyethylene / polypropylene resin.



SUBMITTAL NEUTRAGUARD DATA LOGGING
P.O.No. _________________________
No. of Unit_______________________
Sample Tank Size________ 5 - Gallons

Job Name:

Company:

Date:

Standard Connections
I / O
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Plain End

Female

Male

Flanged

Connection Size

Inlet ________________

Outlet_______________
Tank Data Sheet — Must
accompany all tank orders
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Tanks are of seamless construction
manufactured from rotationally molded
virgin polyethylene / polypropylene resin.

W/ SERIAL PORT



Sheet TNK23SUBMITTAL NEUTRAGUARD DATA LOGGING
P.O.No. _________________________
No. of Unit_______________________
Sample Tank Size________ 5 - Gallons

Job Name:

Company:

Date:

Standard Connections
I / O
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Plain End

Female

Male

Flanged

Connection Size

Inlet ________________

Outlet_______________
Tank Data Sheet — Must
accompany all tank orders

W/ ETHERNET PORT

Tanks are of seamless construction
manufactured from rotationally molded
virgin polyethylene / polypropylene resin.



SUBMITTAL NEUTRAGUARD DOSING
P.O.No. _________________________
No. of Unti_______________________
Sample Tank Size________ 5 - Gallons

Job Name:

Company:

Date:
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Tank Data Sheet — Must
accompany all tank orders

Pipe Connections:
I / O / Size

Plain

Female

Male

Flanged

Dosing Tanks:

Acid 30-Gal 55-Gal

Caustic 30-Gal 55-Gal

Optional Extras:

64mb Expanded Memory

Data Retrieval:

9-Pin Serial Port

Ethernet Port

Mixing Tank Size:

Gallons: __________________

Tanks are of seamless construction
manufactured from rotationally molded
virgin polyethylene / polypropylene resin.
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